
(Inside &Outside Interchangeable Anvil)
Special Digital Caliper

This Brand-new design of Special Digital Caliper with Inside & Outside Interchangeable Anvil 
in 2023, featuring hardened stainless-steel main body and sliding scale, display metal case, 
and ultra-fast scanning chip reading system. Combined with super hardened tool steel jaws 
that are polished through precision machining, along with interchangeable anvils capable of 
flat and spherical type. For measuring normal internal and external diameter, as well as 
inside and outside groove diameter, distance, and wall thickness of slots.

PS.1：Above spec unit is in millimeter (mm). The groove depth measurement can be paired with different length of anvil 
according to below spec (optional). We also offer customized length for anvils if needed.
Φ1mm Anvil, Length: 5/7.5/10/15mm.  Φ2mm Anvil, Length: 7.5/10/15mm.  Φ3mm Anvil, Length: 10/15/20mm.

PS.2：Material of Anvil: Hardened Tool Steel, Hardness HRC≧58   Anvil Shape: Flat and Spherical, Double Measuring 
Face design.

PS.3：EC-VM1 can supply IP67 optional type.

EC-VM12
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Model No. External 
Diameter 

Internal 
Diameter 

Anvil 
Diameter 

Anvil Length 
(Standard) 

Single-Side 
Jaw Width 

Single-Side 
Anvil Length 

External Jaw 
Length 

Internal Jaw 
Length 

EC-VM11 

0-150 

10-150 Φ1 5 

2.5 

2.5 

57 

25 

EC-VM12 15-150 Φ2 7.5 5.0 40 

EC-VM13 20-150 Φ3 10 7.5 40 

EC-VM21 

0-200 

15-200 Φ1 7.5 

5 

2.5 

57 40 EC-VM22 20-200 Φ2 10 5.0 

EC-VM23 20-200 Φ3 10 5.0 

EC-VM31 

0-300 

20-300 Φ1 10 

7.5 

2.5 

85 65 EC-VM32 30-300 Φ2 15 7.5 

EC-VM33 30-300 Φ3 15 7.5 

EC-SJ51 

0-500 

30-500 Φ1 15 

10 

5 

125 95 EC-SJ52 30-500 Φ2 15 5 

EC-SJ53 40-500 Φ3 20 10 

 


